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1F75P-21NP 1/1 1/1

1F75P-21PR  1/1 1/1

TERMINAL DESIGNATIONS

Power (24V) Fan Relay
Common wire for 24V 
(optional with batteries)

Changeover Terminal-Energized 
in Cool (O) or Heat (B) for Heat 
Pump or Damper Systems

Auxiliary only Heat Mode (Emergency Heat) Heat Mode – 2nd stage

Heat and Cool Mode 1st Stage Compressor

ELECTRICAL RATING

Hardwire: 20 to 30 VAC
NEC Class II, 50/60 Hz

SETPOINT RANGE

45° F to 99° F (7˚C to 37˚C)

ACCESSORIES 

Wallplate: F61-2663 (6-3/4" x 4-1/2")
Thermostat Guard: F29-0198

OPERATING AMBIENT

32˚F to +105˚F
(0˚C to +41˚C)

OPERATING HUMIDITY

90% non-condensing max

SHIPPING TEMPERATURE

-20˚F to +150˚F
(-29˚C to +65˚C)

THERMOSTAT DIMENSIONS

3-3/4"H x 6"W x1-1/8"D 

RATED DIFFERENTIALS (@ 6˚F / HR) Fast Med Slow

Heat (Conventional/Elect) 0.5˚F 0.75˚F 1.9˚F
Cool (Central Air) 0.9˚F 1.2˚F 1.7˚F
Heat Pump (Heat and Cool) 0.9˚F 1.2˚F 1.7˚F

TERMINAL LOAD

Staging Models 1.5 A per terminal
2.5 A per maximum all terminals combined

 



1F75H-21NP

1F75H-21PR

Dimensions
IMAGES ARE TO SCALE

3.75”

6"

Thermostat front

1.1825"

Thermostat side 
(with backplate)

4.885"

2.965 ”

Thermostat backplate
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