
ASK SERIES HERMETIC 
SUCTION LINE FILTER DRIERS

SPECIFICATIONS
Filtration ............................................................................................................. 40 microns
Maximum Working Pressure ....................................................................... 500 psig (35 bar)
UL/CUL File Number ................................................................................................. SA3124
Canadian CRN ...............................................................................0E21971.513467890YTN

FEATURES
• Dual access valves for easy pressure readings
• Corrosion resistant epoxy powder paint finish
• Activated carbon blend for soluble contaminant and wax
• Solid copper connections

The ASK is a refrigerant filter drier that utilizes a solid core with an activated carbon 
blend to maximize acid, moisture and wax removal. 

ASK SERIES SUCTION LINE FILTER DRIER

UNIT SIZE 
(CUBIC INCHES) INLET X OUTLET CONNECTION SIZE ACCESS MODEL NUMBER ITEM NUMBER

16 5/8" X 5/8" ODF Dual ASK 165SVVHH 056508

16 3/4" X 3/4" ODF Dual ASK 166SVVHH 056509

16 7/8" X 7/8" ODF Dual ASK 167SVVHH 056510

30 3/4" X 3/4" ODF Dual ASK 306SVVHH 056511

30 7/8" X 7/8" ODF Dual ASK 307SVVHH 056512

30 1-1/8" X 1-1/8" ODF Dual ASK 309SVVHH 056513

MODEL NUMBER NOMENCLATURE - Example:   ASK 306SVVHH

SERIES UNIT SIZE
CONNECTION 

SIZE
CONNECTION 

STYLE ACCESS DESICCANT TYPE
SEQUENTIAL 
IDENTIFIER

CUSTOMER 
SPECIAL PACK TYPE

ASK 30 6 S VV HH

Hermetic Suction Line 
Filter Driers

In Cubic 
In.

In 1/8" 
Increments

S = ODF VV = Dual Access 
Valves

HH = Activated 
Carbon

Blank Thru -99 G = Customer Special            
 
(Omit for Standard)

B1 = Bulk Pack       
 
(Omit for Individual Pack)

ASK 306SVVHH

HERMETIC ACTIVATED CARBON FILTER DRIERS
ASK SERIES SUCTION LINE

Capacity 
Tables
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